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What is special with network-DNC?

W E   W E R E   T H E   F I R S T . . . 

... in the early 90s who introduced the technique of connecting machine tools to 

networks, at the same time with the use of a "runner" program and direct data base 

access from the keyboard of the control! These were important factors for the 

breakthrough of this technology as it reduced the cost of reliable DNC systems 

considerably, so that it became the industry-standard within a few years after 

introduction. 

All older controls that only have a serial interface need an adaptor to be connected to 

the network (see also DNC-In-The-Box®). Newer controls very often have their own 

network ethernet card, but are still managed by a DNC system, as all part programs 

should be centrally located and backuped. 

The Quinx DNC systems can use the special Quinx DNC-In-The-Box® network adaptors

but as well standard device servers, such as from W&T, Lantronix, Moxa and others.

N E T W O R K :     S T A N D A R D   E T H E R N E T   O R   W I R E L E S S   L A N 

Quinx network-DNC systems can use either Wireless LANs or run in standard Ethernet 

environment, using cable connections right into the cabinet of the controller.
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Y O U R   C H O I C E 

Classical Ethernet

(cablebound) 

Ethernet WLAN (Wireless

LAN)  

M A X I M U M   S P E E D   T H A N K S   T O   N E T W O R K   C O N N E C T I O N 

When connected with a DNC network adaptor, the CNCs can retrieve and save files over 

the network with their maximum speed. This reduces the transfer time considerably, 

but with guarrantied data integrity. As the network adaptor normally is mounted into 

the cabinet of the controller, the RS232 cable is only a few centimeters (or a few feet) 

long which eliminates the risk of noise on the cable and possible data loss (which can 

cause a crash on the machine).

D A T A   A C C E S S   F R O M   K E Y B O A R D   O F   T H E   C O N T R O L 

Operators can retrieve their programs without leaving the machine by the use of a 

"dummy" program (or "runner" program). If a program is modified by the operator, he 

can just save the file by sending it over the RS232 back to the computer. The Quinx 

DNC takes care that the files are stored under their correct identification in the right 

place for the right machine.
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S A F E   D A T A   T R A N S M I S S I O N 

The Quinx DNC systems and the adaptors use the standard network protocols TCP/IP. 

This ensures safe, errorfree data transfer. DNC-In-The-Box® even uses FTP and has the

special protocols for Mazak and Heidenhain embedded in the firmware which optimises 

the data traffic in the network and allows the machines to drip feed with full speed.


